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WET SCREED

Sales: 305-592-0556 • Fax 305-463-6063  •  Parts: 305-592-7763  Fax: 305-463-6066 

Power Displacement HP Weight
Section cm3 (lbs)
P 31A 31 1.5 34
P 35A 35.8 1.3 34

Blade L x W x H Weight
Models
SB 14F 168 x 4.9 x 3.5 28.5
SB 6F 72 x 4.9 x 3.5 11.4
SBW 10F 120 x 6.5 x 3.5 19.2
SBW 12F 144 x 6.5 x 3.5 25.1
SBW 14F 168 x 6.5 x 3.5 29.3
SBW 15M 59 x 6.5 x 3.5 10.1
SBW 16F 192 x 6.5 x 3.5 33.5
SBW 20M 79 x 6.5 x 3.5 13.5
SBW 4F 48 x 6.5 x 3.5 8.4
SBW 6F 72 x 6.5 x 3.5 11.9
SBW 8F 96 x 6.5 x 3.5 15.3

Power Displacement HP Weight
Section cm3 (lbs)
P 31A 31 1.5 34
P 35A 35.8 1.3 34

Blade L x W x H Weight
Models
SB 14F 168 x 4.9 x 3.5 28.5
SB 6F 72 x 4.9 x 3.5 11.4
SBW 10F 120 x 6.5 x 3.5 19.2
SBW 12F 144 x 6.5 x 3.5 25.1
SBW 14F 168 x 6.5 x 3.5 29.3
SBW 15M 59 x 6.5 x 3.5 10.1
SBW 16F 192 x 6.5 x 3.5 33.5
SBW 20M 79 x 6.5 x 3.5 13.5
SBW 4F 48 x 6.5 x 3.5 8.4
SBW 6F 72 x 6.5 x 3.5 11.9
SBW 8F 96 x 6.5 x 3.5 15.3

WET SCREEDS
Wet screeds offer both reliable performance and operator comfort.
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WALK BEHIND CONCRETE TROWELS

RIDE-ON HIGH SPEED TROWELS
���������������������������
�������
�������

Walk behind concrete power trowels incorporate the following handy features to speed completion of 
projects and maintain uptime: wide pitch control range of 0-15” which can be adjusted during operation of 
equipment; centrifugal clutch pulley that automatically adjusts for belt stretch; and blade pitch control and 
drive components that are heat treated and rust resistant for extra long life.

Wacker’s easy to operate ride-on power trowels 
offer accurate and highly productive floating and 
finishing for large concrete surfaces and super 
flat floors. Plus a unique variable clutch provides 
proper torque and speed range to match concrete 
conditions without mechanical adjustments.

CT 48-13A-V

CRT 48
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ROTARY DEMOLITION HAMMERS AND BREAKER-DRILLS

FLOOR SAWS

CUT OFF SAWS

11

Wacker offers a wide selection of hammers, breakers and breaker-drills including electric and gasoline 
powered units. These lightweight tools are designed for breaking materials such as concrete, brick, asphalt, 
stone and frozen ground.

Cut or trim beams, brick slabs, curbstones, expansion joints, concrete 
or asphalt openings, steel rods and girders with the BTS series of 
portable cut-off saws. Applications for municipalities include steel rod 
and tile cutting and are ideal for the fire or rescue work.

Model Oper. Wt HP Blows/Min Drill rpm Shank Size
(lb) Hex x length (in)

Rotary/Demoliton Hammers
EHB 7 M 16.1 1.7 2,200-2,850 450 SDS-max 
EHB 11 BL 24.3 1.6 1,300-2,150 140-225 hex 0.75 x 3.25
EHB 11 BLM 25.8 1.6 1,300-2,150 140-225 SDS-max 
EHB 11 BLS 25.4 1.6 1,300-2,150 140-225 hex 0.75 x 3.25

Breakers
EH 65/120V 57.3 3.4 1275 N/A hex 1.1 x 6.0
EH 75/240V 57.3 3.4 1,275 N/A hex 1.1 x 6.0
EH 27 Low Vib 58.5 2.4 1,000 N/A hex 1 - 1/8 x 6
EH 9BL 22.1 1.6 1,300-2,150 N/A hex 0.75 x 3.25
EH 9BL Magic 22.1 1.6 1,300-2,150 N/A hex 0.75 x 3.25
BH 65* 57.0 2.3 1,250 N/A hex 1.1 x 6.0

*-Gas Model

EH 9

BTS 1035

BFS 1350 ALS

EH 6

These floor saws offer 2 in 1: The indefinitely adjustable cutting depth feature in 
combination with the unique cutmatic system. This special mechanism allows 
the operator to pull the blade out of cut with no effort and cutmatic remembers 
the exact preset cutting depth. Because of this, cutting depth does not need 
to be readjusted when lowering the blade once again into the joint. This helps 
carry out cutting applications faster, more precise and more comfortably.

Model Oper. Wt HP Cutting Blade Arbor 
(lb) Depth (in) Speed (rpm) Size 

BTS 1030L3 22.0 5.7 3.8 4,300 0.8
BTS 1035L3 22.5 5.7 4.8 4,300 1.0
BTS 1140L3 23.4 6.1 5.8 3,750 1.0
BTS 630 24.0 5.8 4.0 4,240 0.8
BTS 635 24.5 5.8 5.0 4,250 1.0
BTS 635s 24.9 5.8 5.0 4,240 1.0
BTS 930L3 22.0 4.5 3.8 4,300 0.8
BTS 935L3 22.5 4.5 4.8 4,300 1.0

Model Oper. Wt HP Cutting Blade Arbor 
(lb) Depth (in) Speed (rpm) Size 

BFS 1318 AB 207.0 13.0 6.5 2,200 1.0
BFS 1318 AS 310.0 13 6.6 2,200 1.0
BFS 1350 AL 300.0 13 7.4 2,200 1.0
BFS 1350 ALS 337.0 13 7.4 2,200 1.0
BFS 2020 AS 392.0 20 7.6 2,380 1.0
BFS 614 AB 135.7 4.8 4.9 2,890.5 1.0
BFS 914 AB 192.0 9 5.0 2,200 1.0
BFS 914 B 183.0 9 5.0 2,200 1.0

Sales: 305-592-0556 • Fax 305-463-6063  •  Parts: 305-592-7763  Fax: 305-463-6066 
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TRAILER-MOUNTED LIGHT TOWERS
Trailer-mounted light towers are designed for one person set-up 
and operation in construction, commercial industrial jobs and 
applications where reliable lighting is required.

Available With

CAT®  Diesel Available With

CAT®  Diesel 

Model Engine Oper. Wt Coverage-Acres Generator Number of
(lb) .5ft candles (ft2) kW Lights

LTN 6C Caterpillar 1,753 12,960 11.4 4
LTN 6C-P Caterpillar 1,753 12,960 11.4 4
LTN 6K Kubota 1,772 12,960 9.8 4
LTN 6L Kohler 1,642 12,960 10.0 4
LTN 6L-P Kohler 1,693 12,960 10.0 4
LTN 8K Kubota 1,820 12,960 11.5 4
LTW 20Z1 Isuzu 3,179 12,960 25.6 4
LTW 6K Kubota 2,724 12,960 9.8 4
LTW 8K Kubota 2,764 12,960 11.5 4

LIGHT BALLOONS OFFER OPTIMUM,  
GLARE-FREE WORKING CONDITIONS.

LBA1

Wacker Neuson’s light balloons feature a compact design providing 
optimal brightness without glare. Ideally suited for general job site 
illumination, road work, indoor/outdoor illumination of concrete pours 
and party rentals. Light balloons feature rugged, simple construction 
allowing for use almost anywhere a reliable light source is needed. A 
powerful and portable package to light your job site!

Model Dimensions of Maximum Operating 
Balloon mm  (in) Tripod height m (ft) Weight kg (lbs)

LB1       1727    (68) 4.9 (2.2) 42.5     (93.6)
      1727    (68)
      2883    (113.5)

LBA 1         900    (35.4)  NA        NA        28.4     (62.6)
        900    (35.4)
        600    (23.6)

Model Dimensions of Maximum Operating 
Balloon mm  (in) Tripod height m (ft) Weight kg (lbs)

LB1       1727    (68) 4.9 (2.2) 42.5     (93.6)
      1727    (68)
      2883    (113.5)

LBA 1         900    (35.4)  NA        NA        28.4     (62.6)
        900    (35.4)
        600    (23.6)

Light Flux Voltage
Im

99000 Im 120

99000 Im 120

Light Flux Voltage
Im

99000 Im 120

99000 Im 120
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PORTABLE GENERATORS
High performance generators are designed for construction, industrial, commercial, domestic and farm 
electrical applications.

Features and Benefits:

•	Super quiet muffer

•	120/240V power switch provides full 120V power or shared from both 120V and 240V receptacles (G 

3.7A and G/GS 5.6A only)

•	Heavy-duty lightweight compact frame

•	Integral lifting eye to accomodate 3” hook

•	Magnetic circuit breaker

•	Premium grade ground fault interrupter (GFI)

•	Overhead valve engines with automatic decompression and maintenance-free electronic ignition

•	Automatic low oil shutdown

GP 2500 GP 5600 GPS 9700

HP Engine
Manufacturer

4.8 Honda
5.7 Wacker
7.1 Honda
9.0 Wacker
9.5 Honda
11.0 Honda
9.5 Honda
11.0 Honda
18.0 Vanguard

Model Oper. Wt Watts AC Output Hz
(lb) Max/Cont Volt-Amp

GP 2500A 98 2,500/2,200 120V/19A 60
GP 2600 105 2,600/2,250 120V/19A 60
GP 3800 160 3,800/3,400 120/240V 28/14A 60
GP 4000 152 4,000/3,600 120/240V 30/15A 60
GP 5600A 186 5,600/5,000 120/240V 42/21A 60
GP 6600A 192 6,600/6,000 120/240V 50/25A 60
GPS 5600A 201 5,600/5,000 120/240V 42/21A 60
GPS 6600A 206.5 6,600/6,000 120/240V 50/25A 60
GPS 9700 218 9,700/9,300 120/240V 77.5/38.5A 60

Model Oper. Wt Watts AC Output Hz
(lb) Max/Cont Volt-Amp

GP 2500A 98 2,500/2,200 120V/19A 60
GP 2600 105 2,600/2,250 120V/19A 60
GP 3800 160 3,800/3,400 120/240V 28/14A 60
GP 4000 152 4,000/3,600 120/240V 30/15A 60
GP 5600A 186 5,600/5,000 120/240V 42/21A 60
GP 6600A 192 6,600/6,000 120/240V 50/25A 60
GPS 5600A 201 5,600/5,000 120/240V 42/21A 60
GPS 6600A 206.5 6,600/6,000 120/240V 50/25A 60
GPS 9700 218 9,700/9,300 120/240V 77.5/38.5A 60

Model Oper. Wt Watts AC Output Hz
(lb) Max/Cont Volt-Amp

GP 2500A 98 2,500/2,200 120V/19A 60
GP 2600 105 2,600/2,250 120V/19A 60
GP 3800 160 3,800/3,400 120/240V 28/14A 60
GP 4000 152 4,000/3,600 120/240V 30/15A 60
GP 5600A 186 5,600/5,000 120/240V 42/21A 60
GP 6600A 192 6,600/6,000 120/240V 50/25A 60
GPS 5600A 201 5,600/5,000 120/240V 42/21A 60
GPS 6600A 206.5 6,600/6,000 120/240V 50/25A 60
GPS 9700 218 9,700/9,300 120/240V 77.5/38.5A 60

Model Oper. Wt Watts AC Output Hz
(lb) Max/Cont Volt-Amp

GP 2500A 98 2,500/2,200 120V/19A 60
GP 2600 105 2,600/2,250 120V/19A 60
GP 3800 160 3,800/3,400 120/240V 28/14A 60
GP 4000 152 4,000/3,600 120/240V 30/15A 60
GP 5600A 186 5,600/5,000 120/240V 42/21A 60
GP 6600A 192 6,600/6,000 120/240V 50/25A 60
GPS 5600A 201 5,600/5,000 120/240V 42/21A 60
GPS 6600A 206.5 6,600/6,000 120/240V 50/25A 60
GPS 9700 218 9,700/9,300 120/240V 77.5/38.5A 60
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MOBILE GENERATORS
Heavy-duty, compact trailer and skid-mounted generators are designed to provide single and three-
phased portable power for construction, commercial and industrial applications.

Features and Benefits

•	Sound-attenuated lockable enclosure

•	LCD digital meter control panel

•	AC monitoring board

•	Solid state voltage regulation

•	Three-position voltage selector switch

•	Brushless generator

•	Multiple convenience outlets with circuit breakers

•	Compression terminal lugs for direct wiring

•	Automatic remote start

•	Super quiet muffler

•	Automatic engine shutdown

•	Reliable liquid-cooled diesel engine

•	Large capacity fuel tank

•	Fully equipped highway ready trailer

•	External coolant/oil drains

•	Trailer mounted

HP HZ Engine
Manufacturer

24.3 60 Kubota

35.4 60 Isuzu

67.0 60 John Deere

99.0 60 John Deere

133.0 60 John Deere

158 60 John Deere

197.0 60.0 John Deere

220.0 60.0 John Deere

237.0 60.0 John Deere

315.0 60.0 John Deere

HP HZ Engine
Manufacturer

24.3 60 Kubota

35.4 60 Isuzu

67.0 60 John Deere

99.0 60 John Deere

133.0 60 John Deere

158 60 John Deere

197.0 60.0 John Deere

220.0 60.0 John Deere

237.0 60.0 John Deere

315.0 60.0 John Deere

HP HZ Engine
Manufacturer

24.3 60 Kubota

35.4 60 Isuzu

67.0 60 John Deere

99.0 60 John Deere

133.0 60 John Deere

158 60 John Deere

197.0 60.0 John Deere

220.0 60.0 John Deere

237.0 60.0 John Deere

315.0 60.0 John Deere

Model Oper. Wt (lbs) Prime Output Voltage AC
w/o Trailer/Trailer kW/kva Output 

G 14 1,603/N/A 13.5/13.5 120/240 V

G 25 2,332/2,802 19.5/24.4 1 - 120, 139, 208, 220, 240, 277 V
3 - 208, 220, 277, 440, 480V

G 50 3,157/4,642 38/48 1 - 120, 139, 208, 220, 240, 277 V
3 - 208, 220, 277, 440, 480V

G 70 4,069/4,949 58/72 1 - 120, 139, 208, 220, 240, 277 V
3 - 208, 220, 277, 440, 480V

G 100 6,137/7,507 80/100 1 - 120, 139, 208, 220, 240, 277 V
3 - 208, 220, 277, 440, 480V

G 120 6,795/N/A 96/120 1 - 120/240V
3 - 208/480 V

G 150 8,402/9,882 121/151 1 - 120, 127, 139, 240, 254, 277 V
3 - 208, 220, 240, 416, 440, 480 V

G 160 7,071/N/A 128/160 1 - 120/240V
3 - 208/480V

G 180 8,313/9,793 143/179 1 - 120, 127, 139, 240, 254, 277 V
3 - 208, 220, 240, 416, 440, 480 V

G 240 6,714/10,914 191/238 1 - 120, 127, 139, 240, 254, 277 V
3 - 208, 220, 240, 416, 440, 480 V

Model Oper. Wt (lbs) Prime Output Voltage AC
w/o Trailer/Trailer kW/kva Output 

G 14 1,603/N/A 13.5/13.5 120/240 V

G 25 2,332/2,802 19.5/24.4 1 - 120, 139, 208, 220, 240, 277 V
3 - 208, 220, 277, 440, 480V

G 50 3,157/4,642 38/48 1 - 120, 139, 208, 220, 240, 277 V
3 - 208, 220, 277, 440, 480V

G 70 4,069/4,949 58/72 1 - 120, 139, 208, 220, 240, 277 V
3 - 208, 220, 277, 440, 480V

G 100 6,137/7,507 80/100 1 - 120, 139, 208, 220, 240, 277 V
3 - 208, 220, 277, 440, 480V

G 120 6,795/N/A 96/120 1 - 120/240V
3 - 208/480 V

G 150 8,402/9,882 121/151 1 - 120, 127, 139, 240, 254, 277 V
3 - 208, 220, 240, 416, 440, 480 V

G 160 7,071/N/A 128/160 1 - 120/240V
3 - 208/480V

G 180 8,313/9,793 143/179 1 - 120, 127, 139, 240, 254, 277 V
3 - 208, 220, 240, 416, 440, 480 V

G 240 6,714/10,914 191/238 1 - 120, 127, 139, 240, 254, 277 V
3 - 208, 220, 240, 416, 440, 480 V

G 70
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CENTRIFUGAL TRASH PUMPS
For water containing debris and solids up to 2 inches, use the PT series of gasoline or diesel powered 
centrifugal trash pumps.

CENTRIFUGAL DEWATERING PUMPS

DIAPHRAGM PUMPS

These pumps are self priming for easy operation. They are capable of handling clear 
water as well as water containing solids up to 1/4 inch diameter.

The PD diaphragm trash pumps are used for clear water as well as water containing 
debris or solids up to 1.75 inches in diameter. These pumps are ideal for mud, slurries 
and seepage application.

PG 3

PDT 3

Model Oper. Wt Suction Size Max. Cap HP Head Max Suction 
(lbs) (in)  (gpm) (ft) Lift

Trash Pumps
PT 2 109 2.0 210 5.7 106 25
PT 2A 96 2.0 153 4.8 106 25
PT 2H 131 2.0 153 4.6 106 25
PT 3 140 3.0 321 9.0 95.6 25
PT 3A 149 2.0 321 7.1 95.6 25
PT 3H 169 1.5 311 6.8 96.3 25
PTS 4V 360 4.0 705 16.0 106 25
PT 6LS 1,870 2.0 1300 31.8 100 25
Dewatering Pumps
PG 2 53 2.0 158 4.3 98 26
PG 2A 53 2.0 159 3.5 98 25
PG 3 69 3.0 256 5.7 101 26
PG 3A 69 3.0 264 4.8 98 25
Diaphragm Pumps
PDT 2A 114 2.0 50 3.5 25 25
PDT 2 131 2.0 50 4.3 25 25
PDI 3A 140 3.0 88 3.5 25 25
PDT 3 140 3.0 88 4.3 25 25
PDT 3A 140 3.0 88 3.5 25 25

Solid Size
(in)

1.0
1.0
1.0
1.5
1.5
1.5
2.0
2.0

0.25
0.25
0.25
0.25

1.25
0.375
0.375
0.375
0.375

PT 2

ELECTRICAL SUBMERSIBLE PUMPS

PS 3 1500

Model Oper. Wt Discharge Diameter Max. Cap HP Voltage
(lb) (in) (gpm)

PS 2 500 21 2.0 62 2/3 230
PS 2 750 35 2.0 73 1 220
PS 2 800 29 2.0 82 1 220/230
PSA 2 500 22 62.4 62 2/3 230
PSA2 800 30 2.0 82 1.01 220/330
PS 2  1503 71 2.0 132 3 220
PS 2 2203 71 2.0 132 3 220
PS 2 3703 121 2.0 143 5 220
PST3 750 42 3.2 60 1.01 220/230
PS 3 1500 64 3.0 111 2 220
PS 3 1503 64 3.0 180 2 220
PSW3 1500 72 3.2 111 2.01 220/230
PS 3 2200 64 3.0 130 3 220
PS 3 2203 71 3.0 203 3 220
PS 3 3703 121 3.0 219 5 220
PS 3 5503 146 3.0 260 7.5 220
PS 4 11003HH 287 4.0 377 15 220
PS 4 5503 146 4.0 428 7.5 220
PS 4 7503HH 205 4.0 349 10 440

Model Oper. Wt Discharge Diameter Max. Cap HP Voltage
(lb) (in) (gpm)

PS 2 500 21 2.0 62 2/3 230
PS 2 750 35 2.0 73 1 220
PS 2 800 29 2.0 82 1 220/230
PSA 2 500 22 62.4 62 2/3 230
PSA2 800 30 2.0 82 1.01 220/330
PS 2  1503 71 2.0 132 3 220
PS 2 2203 71 2.0 132 3 220
PS 2 3703 121 2.0 143 5 220
PST3 750 42 3.2 60 1.01 220/230
PS 3 1500 64 3.0 111 2 220
PS 3 1503 64 3.0 180 2 220
PSW3 1500 72 3.2 111 2.01 220/230
PS 3 2200 64 3.0 130 3 220
PS 3 2203 71 3.0 203 3 220
PS 3 3703 121 3.0 219 5 220
PS 3 5503 146 3.0 260 7.5 220
PS 4 11003HH 287 4.0 377 15 220
PS 4 5503 146 4.0 428 7.5 220
PS 4 7503HH 205 4.0 349 10 440

Model Oper. Wt Discharge Diameter Max. Cap HP Voltage
(lb) (in) (gpm)

PS 2 500 21 2.0 62 2/3 230
PS 2 750 35 2.0 73 1 220
PS 2 800 29 2.0 82 1 220/230
PSA 2 500 22 62.4 62 2/3 230
PSA2 800 30 2.0 82 1.01 220/330
PS 2  1503 71 2.0 132 3 220
PS 2 2203 71 2.0 132 3 220
PS 2 3703 121 2.0 143 5 220
PST3 750 42 3.2 60 1.01 220/230
PS 3 1500 64 3.0 111 2 220
PS 3 1503 64 3.0 180 2 220
PSW3 1500 72 3.2 111 2.01 220/230
PS 3 2200 64 3.0 130 3 220
PS 3 2203 71 3.0 203 3 220
PS 3 3703 121 3.0 219 5 220
PS 3 5503 146 3.0 260 7.5 220
PS 4 11003HH 287 4.0 377 15 220
PS 4 5503 146 4.0 428 7.5 220
PS 4 7503HH 205 4.0 349 10 440

Model Oper. Wt Discharge Diameter Max. Cap HP Voltage
(lb) (in) (gpm)

PS 2 500 21 2.0 62 2/3 230
PS 2 750 35 2.0 73 1 220
PS 2 800 29 2.0 82 1 220/230
PSA 2 500 22 62.4 62 2/3 230
PSA2 800 30 2.0 82 1.01 220/330
PS 2  1503 71 2.0 132 3 220
PS 2 2203 71 2.0 132 3 220
PS 2 3703 121 2.0 143 5 220
PST3 750 42 3.2 60 1.01 220/230
PS 3 1500 64 3.0 111 2 220
PS 3 1503 64 3.0 180 2 220
PSW3 1500 72 3.2 111 2.01 220/230
PS 3 2200 64 3.0 130 3 220
PS 3 2203 71 3.0 203 3 220
PS 3 3703 121 3.0 219 5 220
PS 3 5503 146 3.0 260 7.5 220
PS 4 11003HH 287 4.0 377 15 220
PS 4 5503 146 4.0 428 7.5 220
PS 4 7503HH 205 4.0 349 10 440

Model Oper. Wt Discharge Diameter Max. Cap HP Voltage
(lb) (in) (gpm)

PS 2 500 21 2.0 62 2/3 230
PS 2 750 35 2.0 73 1 220
PS 2 800 29 2.0 82 1 220/230
PSA 2 500 22 62.4 62 2/3 230
PSA2 800 30 2.0 82 1.01 220/330
PS 2  1503 71 2.0 132 3 220
PS 2 2203 71 2.0 132 3 220
PS 2 3703 121 2.0 143 5 220
PST3 750 42 3.2 60 1.01 220/230
PS 3 1500 64 3.0 111 2 220
PS 3 1503 64 3.0 180 2 220
PSW3 1500 72 3.2 111 2.01 220/230
PS 3 2200 64 3.0 130 3 220
PS 3 2203 71 3.0 203 3 220
PS 3 3703 121 3.0 219 5 220
PS 3 5503 146 3.0 260 7.5 220
PS 4 11003HH 287 4.0 377 15 220
PS 4 5503 146 4.0 428 7.5 220
PS 4 7503HH 205 4.0 349 10 440

Head Max.
(ft)

39.5
60
59

39.5
59

100
100
115
62
69
47

68.9
85
67

102
125
167
79

137

Wacker’s lightweight, portable 
submersible pumps are used 
for dewatering clear, water 
containiing debris, or solids up 
to 1/4 inch diameter.




